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1. Keyin*setup' in X-Window.

root@163 raot]4 setupll




2. It appears Text Mode Setup.

root@i6d~

Text Hooe Setup Rility 1.8 (c) 1983-2001 Red Hat, Inc,

Choose & Tool

Authentication configuration
Firewall corf iguraton
keyboard conf Lguration
Mouse conf iguration

Netuork conf iguration
Printer conf iguration
ysten services

Sound card conf igurat fon
Tinezone conf iguration

# conf igurat ion

{Tab>/ALt-Tab) between elements | Use Enterd to edit a selection




3. Select Printer configuration item and key Tab to select the Run tool button, and
then key enter to go to the next step.

Text Hode Setup Utility 1.8 (c) 1999-7001 Red Hat, Inc,

| Choose & Tool

Authentication configuration
Firewall configuration
Keyboard conf iguration

Mouse conf iguration

Netuork conf iguration

Systen services

Sound card conf Lgurat don

Tinezone cond iguration
# configuration

Fun Tool

100t@163~ L D 10:36 &M




4. Key Tab to select the New button, and key enter to go to the next step.

rooti@ B3~

| printconf-tul

Hueue Aliazes Tupe Oetails

(Taby/¢plt-Tab between elements | <Spaced selects | <125 next screen




5. Key in the printer name (ex. HPLI5SMP) in the Queue Name table and key Tab to
select Jetdirect Printer, then key Tab to select the Next button, and then key enter
to go to the next step.

root@163:~

| primtoonf-tul |

Huene Aliases Tupe Details

—| Create a New Queuet Nane and Type ——
Aueue Nane: R A

Hueve Tupe
Local Printer Device LOCAL
Unix Print Quee LPD
Windows Print Ruee B
Novell Print Hueue HCP
ptdirect Printer

{Tabd/<hlt-Tab betweon elements | (Spaced selects | <F12) next screen




6. Key inthe printer server’ s 1P address (ex. 172.16.135.209) in the Ip table and key
Tab to key in the port number (ex. P1: 9100, P2: 9101, P3: 9102) in the Port table
and key Tab to select the Next button, and then key enter to go to the next step.

rootE@l 3

Hueve Aliases

—| Jetdirect (JETDIRECT) Data ———

Erter the Jetdirect ip and port to use,

I(N172,16,130,208
Port, £alip

Newt

{Tab/ALt-Tab) between elements | <Spaced selects | 12> mext screen




7. Select the printer’ sdriver and key Tab to select the Next button, and then key
enter to go to the next step.

rooti@ B3~

| Bleue Oriver |

Select the Oriver to use with this Queue,
<4 LaserJet 2200
4 LaserJet 320058
4 LaserJet 3300 MR
4 LaserJet 3320 MR
4 LaserJet 33200 MFP
4 LaserJet 3330 MR
4 LaserJet 20
{4y Lazerdet 3P uf PCLO
4y Laserdet 3P ufPS
{4 LaserJet 4
4 LaserJet 4 Plus
{4 LaserJet 4000
{4 LaserJet 4050
{4 LaserJet 4100
{4 LaserJet 4L
{4 LaserJet 44
{4 LaserJet ML
{4 LaserJet 4P
{4 LaserJet 451
{4 LaserJet 44
) Laserdet V/4LT Pro
{4y LaserJet 5
{4y LaserJet 5000
{4 LaserJet OL
{4 LaserJet oM

{4 LaserJet GP

(Taby/¢plt-Tab between elements | <Spaced selects | <125 next screen




8. Seethe data of the printer setting. If it isal right, key enter to go to the next step.

| printconf-tul |

Hueve Aliases Type Details

| Create a New Queue: Nane and Tupe |

Roout 1o create the following cueue:
Types Jetdirect Printer
IP: 172,16,133,209
Ports 8102
Oriver: HP LaserJet SMP Postscript

OOt i~ - D 11:03 AW




9. Key Tab to select the Test button and key enter to test the printer’ s setting is O.K.

rooti@ B3~

| printconf-tul

lewe Aliases Tupe letails
+ HLRP JETDIRECT 172,16,130,209:9102

(Taby/¢plt-Tab between elements | <Spaced selects | <125 next screen
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10. Key enter to test.

rooti@ B3~

| printconf-tul

lewe Aliases Tupe letails
+ HLRP JETDIRECT 172,16,130,209:9102

—— Test HALJSP ——

fou have made changes, would you
like 1o save then?

If you say ro, you will not he able
to print test pages,

(Taby/¢plt-Tab between elements | <Spaced selects | <125 next screen
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11. Select the test item (ex. US Letter PostScript Testpage) and key Tab to select the
Test button, and then key enter to print and go to the next step.

oot G- Q@E

5 Letter Posticript Testpage

{Taby/Alt-Taby between elements | <Spaced selects | 12> next screen

[E]

Wait to print...



12. If the test item is all right, key enter to go to the next step.

rooti@ B3~

R4 Postacrint Testpage
RSCIT Tewt Testpage
Japarese ELC Tewt Testpage
Japarese JI5 Tewt Testpage
Japarese SJI5 Text Testpage

Sent US Letter PostSeript Testpage to "HPLJTHP,

(Taby/¢plt-Tab between elements | <Spaced selects | <125 next screen
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13. Key Tab to select the Exit button and key enter to exit.

rooti@ B3~

| printconf-tul

lewe Aliases Tupe letails
+ HLRP JETDIRECT 172,16,130,209:9102

(Taby/¢plt-Tab between elements | <Spaced selects | <125 next screen
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14. Key Tab to select the Quit button and key enter to exit the Text Mode setup.

= rool®163:

Text Hooe Setup Utility 1.8 (c) 1993-2001 Red Hat, Inc,

Choose & Tool

Authentication configuration
Firewall configuration
Keyboard conf iguraton

Mause conf 1gurat ion

Netuork conf iguration

System seryices

Sound card conf Lgurat don

Tinezone conf iguration
# configurat ion

{Tab/QLt-Teb> between elenents |  Use dnter) to edit a selection

15. Complete.
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