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	Improved Features 
	

	
	1. Open Sony IRIS control interface for lens calibration. (Setting->Camera->Picture: Auto Iris) : AM9670M, 9770M only

	
	2. Open Sony auto de-noise function: AM9670M, 9770M only

	
	3. Event schedule: remind user to set email send to field. 

	
	4. Implement speed of tour. 

	
	5. Improve multi-language translation. 

	
	6. Support Google Chrome browser

	
	

	Fixed Bugs 
	

	
	1. ActiveX: Can not show Japanese language in Win7. 

	
	2. Can not change streaming resolution in iPhone. 

	
	3. Streaming server deny of service if client “keep connection with wrong authentication”

	
	4. Add dyndns server to IP filter allow table. 

	
	5. Google chrome : Can not save setting. 

	
	6. Event Schedule : Improve send one jpeg procedure. 

	
	7. Redirect Opera browser to image.cgi in view and image page. 

	
	8. Host name can not allow not allow ][~!@#&;:,<>+=?(){}$"'|/\ 

	
	9. IP wizard : Can not change IP and password concurrently. 

	
	10. Remove motion parameters while delete motion. 

	
	11. DI status fail while EFT testing (EMI)

	
	12. While ipcam connect to pc directly, sometimes IPcam only can connected with 169.254.x.x ip. 

	
	

	
	


