WL-5460AP/WL-5470AP e17 Release Note 
(2009-06-08) :
-------------------------------------------------------------------------------------------------------
1. Fixed WatchDog function doesn’t work issue when watch host was not in the same subnet(LAN/WAN/WLAN).
2. Add “Watchdog Action” function in “Wireless Advanced Settings” page.(It have two selection: reconnect and reboot)
3. Add note “Note: WatchDog will take effect 10 minutes after startup.” after ““Watch Action” function” in “Wireless Advanced Settings” page.
4. Add “Access Control” function in “WISP + Universal Repeater Mode Settings” page.
5. Change name from “IP Address” to “Physical WAN IP Address”, “Subnet Mask” to “Physical Subnet Mask” and “Default Gateway” to “Physical Default Gateway” for PPTP wireless type in “WAN Port Configuration” page.
6. Add “Attain IP Automatically” and “Set IP Manually” two choose for PPTP wireless type in “WAN Port Configuration” page.
7. Add “Server Information” to input PPTP server types: “Server IP Address” and “Server Domain Name” for PPTP wireless type in “WAN Port Configuration” page.
8. Add “Idle Time” function for PPTP wireless type in “WAN Port Configuration” page.(The device will connect PPTP server interval between n minutes. Default value is 0, 0 means Continuous Connectivity.)
9. Add “Dynamic DNS” function for WISP mode and WISP + Universal Repeater mode.
10. Add “TTL” function for Static IP and DHCP Client wireless type in “WAN Port Configuration” page.[image: image1.png]



