1200Mbps nezavisly Dual Band
O 50% vétsi pokryti

5x Gigabit LAN Port

64 soucasnych uzivatelu
Podpora Guest Mode

Central Management Software
Objevte a konfigurujte vice zarizeni zaraz.
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Airlive
Central Wireless

Nezavisla radia

AC-1200R v sobé slucuje vyhody popularniho G.DUO a
A.DUO access pointQ. Kazdé radio pracuje v 5-ti
nezavislych provoznich médech. Diky tomu jej mizZete
pouzit v jakékoliv aplikaci.

Dualni doméci sit
5GHz pro hry / AV a
2.4GHz pro PC, Mobile

Dual Band Router | AP Router AP Router

Dual AP Mode Access Point | Access Point Dual Band Hotspots
) Bezdratové sdileni
WISP + AP Client Mode AP Router WISP 5GHz Broadband
WDS + AP WDS Mode | Access Point PADSRYISESS
Repeater
Client + AP Client Mode Access Point Universal Repeater

@ Ports

Anténa
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WAN

Zdroj LAN Ié\?lggt Anténa

OvisLink Corp.

Odpojitelné antény
5 provoznich médu
Centralni management
Kontrola propustnosti

Nezavisla radia
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Airlive Central Wireless

Odpojitelné antény
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5 provoznich médu s odpojitelnou anténou umoznuji
AC-1200R pouzit v rliznych aplikacich. Jako napfriklad
sdileni WISP signalu.

Outdoor AP
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Radio 1 Radio 2 9

Notebook

i Router
Client
Mode Mode
Venkovni '
anténa
AC-1200R Notebook
\_ One Radio to Outdoor AP, one radio for home network)

0O 50% vétsi pokryti

Vysoce vykonna radia a MIMO antény umoziuji
AC-1200R poskytnou 1.5x vétsi pokryti signdlem s
vysSi propustnosti dat.




Chipset

*MEDIATEK MT7620A (CPU) + MT7530W (Switch)
*8MB Flash
*64MB RAM

LAN Port
*4 x 10/100/1000Mbps LAN

«|P Filtering
*Port Forwarding
«Virtual Server
«UPNP

*ALG Setting
*Access Control
*URL Blocking

*2.4G : 2.4000~2.4835GHz (Industrial Scientific
Medical Band)
*5G : 5180 ~5240GHz for ETSI, FCC
5745 ~ 5825GHz for FCC

*DoS
«1x10/100/1000Mbps WAN
x 10/100/ ps “DM2
.
*2 X 2.4G/5G 3dBi dual Band R-SMA Antenna . .
¢ AirLIve Central Wireless
Frequency Range *|P Wizard

*Web Management

* 11n (40MHz): MCS0-7, up to 300Mbps
e 11n (20MHz): MCS0-7, up to 144Mbps
. 11g: 6,9, 12, 24, 36, 48,54Mbps
e11b:1, 2,5.5, 11Mbps

e 11ac(80Mhz): MSCO0-9, up to 866Mbps

Output Power (EIRP)

* ETSI:
2.4GHz : 18 £ 1.5dBm
5GHz:19 + 1dBm
* FCC:
2.4GHz : 20+ 1.5dBm
5GHz : 20 + 1.5dBm

Wireless Security

*WEP
*\WPA-PSK
*\WPA2-PSK
*WPA-Radius
*802.1x

*Web Base Management

*Setup Wizard

*WAN : Static IP, Dynamic IP, PPPoE, PPTP,L2TP,
Cloned MAC Address

*Guess Mode

*Disable SSID

*Wireless SiteSurvey

*Tx Output Power Adjustment, WMM

«Wireless Mode : AP Router, AP, Client, WDS (each
radio can work independently )

*Restore to Default

*Configuration Backup and Restore

*Firmware upgradeable via Web Management

*QoS

*NTP

eRemote Management

«DDNS

Receive Sensitivity

*2.4GHz:
11b(11M): -76£2dBm
11g(54M): -65+2dBm

11n(20MHz, MCS7):-64+2dBm
11n(40MHz, MCS7):-61+2dBm

* 5GHz:
11a(54M): -65£2dBm

11n(20MHz, MCS7): -64+2dBm
11n(40MHz, MCS7): -61+2dBm

° 12V / 1A Power Adapter

« Operating: 0~50°C
* Storage: -20~60°C

* Operating: 10~90% (Non-Condensing)
* Storage: Max.95% (Non-Condensing)

Certification

CHRCE

Ordering Information:

AirLive AC-1200R 1200Mbps 11ac Wide Coverage AP Router

OvisLink Corp.

www.airlive.com




