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Prirucka rychlej instalacie
sietovej kamery



Pre viac informécii je mozné
stiahnut UpInud priru¢ku a
podporné programy z
<http://lwww.airlive.com/pro
duct/fe-501dm/download>,
alebo naskenovanim
nasledovného QR kodu.

Pred pisanim na technicku
podporu OvisLink si pozrite
databazu €asto kladenych
otazok na
<http://lwww.airlive.com/pro
duct/fe-501dm/faq>

Pre zodpovedanie dalSich otazok si otvorte
manual na CD alebo napiste mail na

tech@airlive.com




Obsah balenia FE-501DM

Skontrolujte obsah balenia a pokial akakolvek
sucast chyba kontaktujte predajcu.
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FE-501DM Balenie skrutiek Konzola

Sabléna na Priru¢ka CDs
vitanie rychlej manualom
inStalacie




Vstupno-vystupné rozhranie
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() Pred pouzitim kamery

Dblezité upozornenie: Pre nahravanie
zdznamu vlozte MicroSD kartu, dérazne
odporu¢ame naformatovat MicroSD kartu, aby
sa predislo neoCakavanym chybam. Kapacita
MicroSD karty méze byt az do 64GB.
Odporti¢ame minimalne triedu Class 10.
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(A Upevnenie kamery

Pripevnite kameru ku konzole. Pouzite Sablénu

na vitanie na upevnenie kamery pomocou
skrutiek ku stene.
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Spodna strana kamery




Napajanie kamery

Na spustenie kamery pripojte 12 / 1A adaptér
ku kamere.

Ak mate PoE switch, mdzete ho pouzit na
napajanie kamery pomocou RJ45 sietového
kablu.
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(B Pripojenie kamery k sieti

a. Pripojte kameru k LAN portu switchu.
b. Pripojte kameru k LAN portu routeru.
c. Pripojte PC / NB k LAN portu switchu.

Kamera

Switch

PC/NB

Router




(B Nastavenie siete

Predvolena IP adresa AirLive kamery je
192.168.1.100. Kamera ziska IP adresu
automaticky ak je pripojena k modemu / routeru
s DHCP funkciou alebo ak chcete, tak jej
mdzete priradit’ staticku IP adresu.

Kamera

192.168.1.100

PC/NB Router

192.168.1.101 192.168.1.254
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InStalacia AirLive IP Wizard

Pre instalaciu softvéru IP Wizard pouzite CD z
balenia.

Completing the Air Live IP Wizard
II Setup Wizard

Setup has finished installing Air Live TP Wizard IT on your
computer. The application may be launched by selecting the
installed icons.

Click Finish to exit Setup.




Najdenie kamery v sieti

Spustite softvér IP Wizard, ktory je
nainstalovany na vasom PC.

Program IP Wizard spusti skenovanie kamier
automaticky hned po svojom spusteni.
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Dolezité upozornenie: Uistite sa, Ze je vase
PC / Notebook v rovnakej sieti ako kamera. Ak
nie je vas PC / Notebook v sieti, kameru
nenajde.




(B Pristup na kameru cez Web Ul

Pre navstivenie webového rozhrania kamery,
zadajte IP adresu kamery do prehliadacu.

Ked prvy krat vstupite na webové rozhranie,
budete potrebovat nainstalovat ActiveX do
vasho PC.

Corp.’.  What's the risk?

Cez webové rozhranie kamery v prehliadaci IE /
Chrome / Firefoxe mdzete menit detailnejsie
nastavenia kamery.
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